User’s manual
SZK type manual tensions controller is a manual control device through output of regulatable DC power to control the excited current of electromagnetic powder clutch or brake for certain tension. 

I. technical indices

	Type
	Input voltage AC
	Output voltage DC
	Output current DC
	Range Nm

	SZK-1A
	220V

(±10%)
	0~24V
	0-1A
	Below 15

	SZK-2A
	
	0~24V
	0-2A
	25~100

	SZK-3A
	
	0~24V
	0-3A
	200

	SZK-5A
	
	0~36v
	0-5A
	400


II. Instructions 

1. Connect properly the power and load. (Type A, Type C: three-core plug connected to AC220, four-core plug load; CS type: 15 and 16 

2. Confirm the input voltage meets the requirements, turn the knob to 0, start the power and the indicator lamp turns on. 

3. Adjust the voltage to the required value. 

III. Cautions

1. The shell shall be fitted protection earthing. Output cable insulation value shall be no less than 2 ohm. 

2. Ventilation, and humidity, high temperature, and vibration shall be protected. 

3. If you fail to adjust the current, please check whether the fuse tube, connecting pipe, load are loose. 

IV. Cosmetic dimensions (Unit: mm)

Type C: 260 x 140 x 110
    Type A: 280 x 150 x 130    Type CS: 96 x 96 x 130

